
Plastic adhesive

Our advice is based on extensive research and practical experience. However, in view of the large variety of materials and the conditions under which our products are applied, we assume no responsibility for the results 
obtained and/or any damage caused by the use of the product. Nevertheless, our Service Department is always at your disposal for any advice needed.
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6305314 - Bison Plastic Blister 25 ml multi language

high quality, strong glue for Plastics.

Product descriPtion
High quality and strong glue for repairing many plastic(household) objects.

Field oF aPPlication
Glues household synthetics such as ABS, acrylic glass (Perspex®, Plexiglas®), 
polycarbonate (Lexan®) and rigid PVC. Excellent for repairing plastic household 
appliances such as: (mobile) phone, coffee-maker, audio appliances, water 
boilers, remote control, computer, printer, keyboard. Also excellent for fixing 
pvc electrical tubes and plastic bicycle and car light parts. Not suitable for 
Polypropylene (PP), Polyethylene (PE) and P.T.F.E.

ProPerties
· Strong 
· Waterproof 
· Temperature resistant up to + �00°C 
· Transparent

PreParation
Working conditions: Do not use at temperatures below +5°C.
surface requirements: Materials to be glued should be clean, dry, and free of 
dust and grease.
Preliminary surface treatment: If necessary degrease with acetone.

aPPlication
directions for use:  
Apply glue thinly to one side. Join immediately and press firmly on entire 
surface.
stains/residue: Remove fresh stains immediately with acetone. Dried glue 
residue can only be removed mechanically.

cure times
Handling time: approx. 3 hours.
dry/cure time: approx. 24 hours.
* Curing time may vary depending on a.o. surface, product quantity used, humidity level and ambient 
temperature.

tecHnical ProPerties
temperature resistance: Up to +�00°C.
chemicals resistance: Resistant to household cleaning products.

tecHnical sPeciFications
chemical base: PVC copolymer
colour: Transparent
Viscosity: Runny 
solid contents: approx. 25 %

storage conditions
At least 24 months after date of manufacture. Limited shelf life after opening. 
Store in a dry, cool and frost-free place.
 

63053�4 20�60922


